
For more information, please contact:

CORPORATE OFFICE: 2nd Floor, Salcon Aurum Building, Plot No. 4, District Centre, Jasola, New Delhi-110 025  
Tel: (011) 49103000, 49103100, 49103200  Fax: (011) 49103099, 49103199  Email: ril.info@ricoh.co.in  SMS: 'RICOH' to 53456  
REGISTERED OFFICE: 1201, 1st Floor, Building No. 12, Solitaire Corporate Park, Andheri-Ghatkopar Link Road, Chakala, 
Andheri-East, Mumbai - 400 093  Tel: (022) 66833000  Fax: (022) 67032099
Ahmedabad, Bangalore, Bhopal, Bhubaneshwar, Chandigarh, Chennai, Coimbatore, Delhi, Gurgaon, Guwahati, Hyderabad, 
Jaipur, Kochi, Kolkata, Lucknow, Mumbai, Nagpur, Patna, Pune, Ranchi, Visakhapatnam.

URL: http://www.ricoh.co.in



PJ X5360N / PJ WX5350N 

delivers exceptional versatility,  
affordability and ease-of-use
RICOH’s high quality standard projectors PJ X5360N / PJ WX5350N  are productive, 

multi-purpose devices for screen sizes of up to 300 inch. Perfect for ad hoc and scheduled 

presentations, they offer all-round performance essential in a shared device. The supremely 

versatile projectors produce outstanding image quality. With output of 4200 lumens, automatic 

keystone correction and vertical lens shift, they are ideal for virtually any space. What’s more, 

they can be managed and controlled centrally. Coupled with a full array of connectivity options 

and helpful on-screen prompts, anyone can start presenting immediately. 

Projects onto 
screens from 25 to 
300 inches in size.

Vertical lens shift 
changes projection 
without moving the 
projector.

1.7 times manual 
zoom for flexible 
installation.

Optional wireless 
network connectivity 
for flexible positioning.

Keystone correction 
rectifies image 
distortion.

High Quality Presentations

High Brightness  
With 4200/3500 lumens output (XGA/
WXGA), the PJ X5360N / PJ WX5350N 
displays sharp, vibrant images in all 
light conditions.

Image Correction  
Automatically correct distortion, 
allowing images to be projected with 
correct geometry. 

Easy Set-up 
A high magnification (1.7) manual 
zoom and vertical lens shift gives 
you freedom to position the projector 
anywhere you choose.

Productivity Features Built-In

Quick Start/Quick Shutdown 
Require just 3 second* start-up time.  
And when you are done, just unplug  
the projector. 

DICOM (Simple) 
Support for DICOM (Simple) allows 
universities, hospitals, clinics and 
surgeries to display medical images for 
non-diagnostic purposes.

Remote Management & Control

PJ Link & Crestron 
Compatibility with PJ Link# & Crestron 
allows administrators to manage 
projectors from Ricoh and third parties.

127mm

276mm398mm

#  PJLink is a standardised open protocol established by the Japan Business 
Machine and Information System Industries Association (JBMIA) for 
controlling projectors on a network.

Designed for ease-of-use

Low Running Costs

Eco Mode 
Save money and carbon emissions 
with the Eco Mode button on the 
projector or remote control to cut 
energy use by 24%. 

Automatic Eco Mode Function 
Automatic Eco Mode delivers savings 
on-the-fly by adjusting the lamp 
brightness according to the image 
being projected. It switches to Eco 
Mode when images are dark and 
automatically revert to standard output 
when more brightness is required.

Enhanced network 
connectivity features

Expanded Connectivity 
Network-ready 
Network connectivity and wireless LAN 
compatibility let you make presentations 
from network PCs; send content from 
one PC to multiple projectors; and 
manage devices remotely.

USB Connectivity 
For flexibility and convenience, USB 
ports let you connect a PC by USB rather 
than VGA and run PC-free presentations 
from USB storage devices.

HDMI Input 
In addition to standard audio and video 
terminals, the projectors have HDMI 
input for single cable connection of high 
definition devices.

Midsize Conference Room
which has a capacity of around 30 
persons and requires more than 80-inch 

screen size.

Seminar Roomwhich has a capacity of 30 to 50 persons for standard video 

conferencing and presentation.

Classroomwhich has a capacity of 30 to 50 persons with 

output of more than 3500Im.

*  Time until screen display


	52360.pdf
	Page 3




